35 1/2 All Metal To Receive Painted Finish
@ As Selected

| —0Open

)
N/

\D/Z" Wide Steel Channel Arms

| —2" Wide Open Wireway To

Conceal Wires From Below

Minimum 3" Solid Wood Blocking By Others
Required For Attachment

J-Box By Others; Fixture Is Not Supported

By J-Box

Four 1/2" x 8" Lag Bolts Provided By THS

8" Square Steel Canopy

36" Unless
Specified Otherwise

Steel Chain

1 5/8" Dia. Steel Pendant With
Steel Loop On Top

Open Tops & Bottoms

42 1/2"

4 5/8" Dia. Cylinders Of
Leaded Glass As Selected

18"

Medium-Base Lampholders For 12 Max.
75 Watt Lamps (Incandescent, CFL or LED)

(120 Volt)
2 Layers Of 1/8" x 2" Steel Rings

TWO HILLS STUDIO ®

Fine Lighting & Decorative Metal Work www.twohillsstudio.com
2706 SOUTH LAMAR BOULEVARD AUSTIN, TEXAS 78704 512-707-7571 FAX 512-707-7524

Fixture Is Appropriate For:
Wet Locations As Shown

ﬂC]IHILANM ]E]L]I[ER GEH ]II- 7 ___Wet Locations With Glass Or Solid Top Added

Damp Locations As Shown

® _ Dry Locations As Shown
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